19970729.ba v01_n589.bam.970729 v01_n590.bam.970729

>From ???@??? Tue Jul 29 05:51:25 1997
Message-Id: <199707290503.FAA18100@sco.theporch.com>
Date: Tue, 29 Jul 1997 00:03:09 CDT
Subject: BOATANCHORS digest 1589

			    BOATANCHORS Digest 1589

Topics covered in this issue include:

  1) Re: Auction procedure
	by "Paul Bock, K4MSG" <bocks@erols.com>
  2) Fw: 80 METER CRYSTAL GROUP BUY! 
	by "Tom R. Rice" <tomrice@netcom.com>
  3) RE: FS: Tubes
	by n4js@qsl.net
  4) Re: ME-165/G...
	by "Bob Duckworth" <wb4mnf@atl.org>
  5) Howard Weeks-Where Are You ?
	by avidov@juno.com (avi aben)
  6) Screen Voltage Versus Distortion
	by "Barry L. Ornitz" <ornitz@tricon.net>
  7) Composition Resistors and Voltage Ratings
	by "Barry L. Ornitz" <ornitz@tricon.net>
  8) Benton Harbor boo-boo in IT28
	by n6nae@ix.netcom.com (Richard Humphrey)
  9) SX-100 Manual Needed
	by KG9IL@aol.com
 10) Re: ME-165/G...
	by Dean Davidson <ddavidso@metz.une.edu.au>
 11) Re: Screen Voltage Versus Distortion
	by biillross <billross@txdirect.net>
 12) OSHKOSH!
	by Paul Nelson <drhydro@ames.net>
 13) Re: Benton Harbor boo-boo in IT28
	by Morris Odell <morriso@vifp.monash.edu.au>

----------------------------------------------------------------------

Date: Mon, 28 Jul 1997 21:15:18 -0700
From: "Paul Bock, K4MSG" <bocks@erols.com>
To: boatanchors@theporch.com
Subject: Re: Auction procedure
Message-ID: <33DD6E56.41C2@erols.com>

In defense of the "rather complicated auction procedure," let me
state the following:

1. This procedure prevents those who surf the lists continuously from
scarfing up all the goodies (i.e., "fastest on the keyboard") before
anyone else has a chance to respond, which happens all too often with a
"fixed price" post;

                            AND

     This procedure avoids the steadily escalating price wars which
characterize "ordinary" auctions (i.e., "highest bid wins") and which
usually means that those willing to pay a *reasonable* price lose out.

     In a nutshell, everyone is on an equal footing without regard to
response time or depth of pockets.   

2. This procedure was developed by Neal McEwen, K5RW, to stem the
steadily escalating prices of telegraphic equipment and has been used
successfully a number of times amongst the key collectors on the
Internet. 

     73,

     Paul, K4MSG

------------------------------

Date: Mon, 28 Jul 1997 19:09:36 -0700 (PDT)
From: "Tom R. Rice" <tomrice@netcom.com>
To: boatanchors@sco.theporch.com (boatanchors list)
Cc: glowbugs@www.atl.org (free glowbugs)
Subject: Fw: 80 METER CRYSTAL GROUP BUY! 
Message-ID: <199707290209.TAA12380@netcom22.netcom.com>



	John Morris has asked me to post this announcement
	to the BA & GB lists.  Please reply to John, not me.

> From: "C-W Crystals" <phxtal@nava-link.net>
> Subject: Fw: 80 METER CRYSTAL GROUP BUY!
> Date: Mon, 28 Jul 97 13:53:30 PDT

> OK Here's the group buy offers I worked up for the guys.....and a little
> better on the price also. If you would post it to BA and GB I'd appreciate
> it. Whatever freqs. you want I'll make for the $5.80/crystal.......so you
> can have what you want. Thanks for your help.
> 73 John
>
> > 
> > Hi Gang,
> > After considerable messages attempting to pick a group of frequencies to
> > offer here's the deal:
> > 
> > Group #1: 5 Each 80 EXTRA: 3505, 3510, 3515, 3520, 3525 Khz. for $29.00
> > Postpaid CONUS

> > Group #2: 5 Each 80 GEN.   : 3550, 3555, 3560, 3565, 3570 Khz. for $29.00
> > Postpaid CONUS

> > Group #3: 5 Each 80 GEN.   : 3530, 3535, 3540. 3545, 3550 Khz. for $29.00
> > Postpaid CONUS

> > Group #4: 7 Ea. 80 GEN.      : 3530, 3535, 3540, 3545, 3550, 3555, 3560 
> > Khz. for $40.60 Postpaid CONUS

> > Group #5: 5 Each 80 NOV.   : 3700, 3705, 3710, 3715, 3720 Khz. for $29.00
> > Postpaid CONUS

> > Group #6: 5 Each 80 NOV.   : 3680, 3685, 3690, 3695, 3700 Khz. for $29.00
> > Postpaid CONUS

> > Group #7: 7 Ea. 80 NOV.      : 3680, 3685, 3690, 3695, 3700, 3705, 3710

	>>>>> For the AM'ers:

> > If anyone want's the 3880, 3885 AM Freq. crystals added to one of the
> above
> > groups, add an additional $5.80 for each crystal desired.

	======================
> > 
> > I've tried to include something for every Class of operator as I did with
> > the "40 Meter Group Buy" offers.
> > 
> > I NEED A MINIMUM OF 40 ORDERS TO BE ABLE TO MAKE THIS OFFER AT THIS PRICE.
> > So let me hear from you.
> > ORDER DEADLINE: Offer expires AUGUST 31, 1997
> >  
> > John Morris
> > C-W CRYSTALS  (Formerly Phoenix Crystals)
> > 1714 NORTH ASH ST.
> > NEVADA, MO 64772
> > 
> > Supplying custom crystals for Vintage Equipment, QRP'ers, Amateurs, and
> > Experimenters since 1933. 
> 
> 
		end of forwarded message    > 

	73 de WB6BYH     
-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     
CIS: 71160,1122       

------------------------------

Date: Mon, 28 Jul 1997 21:58:59 -0400 (EDT)
From: n4js@qsl.net
To: n4js@qsl.net
Cc: baswaplist@foothill.net, boatanchors@theporch.com, glowbugs@www.atl.org
Subject: RE: FS: Tubes
Message-ID: <XFMail.970728220024.n4js@qsl.net>


On 28-Jul-97 n4js@qsl.net typed:
>
>4 4CX250A still in the sealed cans. $75 each or all 4 for $350. (That way I
>only have to make one shipment...OK, so I'm lazy!
>


OK, OK, you had your laugh! I meant $250 for the 4, not $350. Nevr could type
or multiply!


               Sent at 22:00:24 on 28-Jul-97    
    _  _  _ _      _  ___   John L. Sielke n4js@qsl.net n4js@amsat.org
   | \| || | |  _ | |/ __|  n4js@usa.net NJ Grid:FM29LN
   | .` ||_  _|| || |\__ \       http://www.qsl.net/n4js
   |_|\_|  |_|  \__/ |___/  NJ-QRP #57  QRP-L #884  QRP-ARCI #9328
   NE-QRP #507 G-QRP #9544  NorCal #1989  QCWA FISTS #2781 ARS #243

------------------------------

Date: Mon, 28 Jul 1997 23:24:00 +0100
From: "Bob Duckworth" <wb4mnf@atl.org>
To: <keng@uidaho.edu>, "ba" <boatanchors@theporch.com>
Subject: Re: ME-165/G...
Message-ID: <199707290220.WAA09542@atl.org>

Alan Bond has some too.



------------------------------

Date: Mon, 28 Jul 1997 22:46:44 -0400
From: avidov@juno.com (avi aben)
To: boatanchors@theporch.com
Subject: Howard Weeks-Where Are You ?
Message-ID: <19970728.224652.6926.0.avidov@juno.com>

You were supposed to pick up the threads of our message exchanges re
WW1 fld phones upon your return from ? about July 5th.
Your Email address of mid June doesn't seem to reach you so I must
resort to the BA in this effort.
I also need you snail mail address to ship the EE-8 manual.   73  Aben

------------------------------

Date: Mon, 28 Jul 1997 23:09:59 -0400
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: "Boatanchors Mailing List" <boatanchors@sco.theporch.com>
Cc: "Barry L. Ornitz" <ornitz@tricon.net>, <jcondon@nrao.edu>
Subject: Screen Voltage Versus Distortion
Message-ID: <199707290319.XAA12530@tricon.net>

Jim Condon, AD4YM, <jcondon@nrao.edu> wrote:

> With this setup, I can't run higher power > on CW because screen current
starts to 
> flow.  The 30S-1 screen voltage is only 
> +200 volts, much lower than the +325 v 
> Eimac recommends for the 4CX1000A, 
> apparently to minimize distortion on SSB.
 {snip}   
> Would raising the screen voltage to 
> +250 V increase the distortion on SSB
> significantly?

No.  In fact, it will reduce the distortion.

In general, higher values of plate idling current reduce the distortion in
Class AB1 through Class B.  The topic is far too detailed to discuss here,
but all the needed information can be found in the classic book by
Pappenfus, Bruene and Schoenike.  I think the first edition is called
"Single Sideband Principles and Practices".  The second edition covers
solid state circuitry.

	73,  Barry L. Ornitz  WA4VZQ  ornitz@tricon.net


------------------------------

Date: Mon, 28 Jul 1997 23:10:39 -0400
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: "Boatanchors Mailing List" <boatanchors@sco.theporch.com>
Cc: "Barry L. Ornitz" <ornitz@tricon.net>, <tjkelly@apk.net>
Subject: Composition Resistors and Voltage Ratings
Message-ID: <199707290319.XAA12542@tricon.net>

Tom Kelly <tjkelly@apk.net> wrote:
> Does anyone know where I can get a grab bag of carbon comp
> resistors or any resistors with a working voltage more 
> suitable for BAs?

I consider this somewhat "penny-wise and pound foolish" if your goal is to
have a working Boatanchor.

I will write more about why composition resistors age in a day or so (after
Jack places a background file in the archives), but to give a quick answer
- new, old stock carbon composition resistors are already suspect in both
their resistance and voltage ratings.  Avoid them!

In fact, new composition resistors have stated voltage limits.  What is not
common knowledge, however, is that the old carbon composition resistors
really had their upper voltage limits too.  Just look into the old Heath
color TV kits.  Heath had to replace a very large number of expensive CRT's
because one of their design engineers forgot this fact.
Heath's first "fix" to this problem was to use a "quality" Ohmite resistor
rather than the "cheap imports".  But this only delayed the problem.  Of
course, if it delayed the problem until after the warranty ran out...

Modern film resistors are MUCH better than the old composition units.  Used
within their ratings, they age much more gracefully.  Pushed well beyond
their ratings, they tend to fail open.  Composition resistors, under a
slight overload, tend to increase in value.  Under a severe overload, they
tend to short.  While it is moot to argue which is the best way to fail in
a particular circuit, I prefer my resistors to remain operating for many,
many years.

Modern 1/2 watt film resistors are generally slightly smaller than the old
1/2 watt composition resistors.  Placing film resistors in series increases
the effective voltage rating as well as increases the power rating.  Thus
two equal value 1/2 watt film resistors can withstand 700 volts and
dissipate 1 watt while taking only slightly more space than the original
1/2 watt composition resistor.  The extra safety margin on dissipation will
mean a longer life.

	73,  Barry L. Ornitz  WA4VZQ  ornitz@tricon.net


------------------------------

Date: Mon, 28 Jul 1997 22:53:54 -0500 (CDT)
From: n6nae@ix.netcom.com (Richard Humphrey)
To: boatanchors@theporch.com
Subject: Benton Harbor boo-boo in IT28
Message-ID: <199707290353.WAA20204@dfw-ix15.ix.netcom.com>

Howdy all:

  The other night I was poking around inside my Heath IT28 Cap Checker, 
just for something to do, and shocking as it may be, I found a design 
error.  If you have one, you might want to fix it before it does a 
patty-melt on you.
  The power supply delivers high B+ to the Leakage test circuit.  A 
voltage divider makes lo B+ for the bridge amp and magic eye tube.
  In mine, the high B+ measures about 640 volts, plenty enough to 
detect leakage in any cap or stray finger.
  The 640 volts is filtered by two 40 uF, 350 volt electrolytic caps in 
series.  That's good, about the right amount of derating.
  Problem is, Heath left out any equalizing resistors for the two caps. 
One of the caps was running at 240 volts, the other at 400.  That's a 
bit much for a 350 volt electrolytic.  It was also hotter than heck 
thanks to being packed up against the voltage divider power resistors.  
This is a formula for a blowout sooner or later.
  I plan to replace the two caps as they are probably questionable by 
now, and also rip out the 47K/33K voltage divider resistors and replace 
them with three resistances: one tap at 200 volts for the low B+ and 
another tap at about 320 for the center of the filter cap string.  I'll 
also space things a bit to dissipate the heat.  I hate it when things 
go boom and the smoke escapes!
Richard

------------------------------

Date: Mon, 28 Jul 1997 23:58:20 -0400 (EDT)
From: KG9IL@aol.com
To: boatanchors@theporch.com
Subject: SX-100 Manual Needed
Message-ID: <970728235550_244381113@emout09.mail.aol.com>


Good evening,

I just acquired a SX-100 and am looking for a manual or copy. It is marked on
the rear as a MARK 1B over the numbers 199702. The serial no. is 151381. I
have Osterman's book, but not Chuck's. Anyone have a manual or any comments
to guide me? This is my first Hallicrafters. All tubes (original
Hallicrafters) test fine. Unit works, but needs an alignment. All replies
appreciated.

Kevin.....KG9IL

------------------------------

Date: Tue, 29 Jul 1997 14:00:49 +1000
From: Dean Davidson <ddavidso@metz.une.edu.au>
To: boatanchors@theporch.com
Subject: Re: ME-165/G...
Message-ID: <3.0.2.16.19970729140049.37773f64@metz.une.edu.au>

At 23:24 28/07/97 +0100, Bob Duckworth wrote:

>Alan Bond has some too.


VK joke (or for those that remember when we won the Americas Cup)


Why would he need a ME-165/G in gaol?

Dean



--
Dean Davidson  Web Page: http://www.une.edu.au/~psychology/deand.htm          
Dept Psychology               Email: mailto:ddavidso@metz.une.edu.au
University of New England                       Phone: 61 67 73 2585
Armidale NSW 2351 Australia                                  VK2 ZID


------------------------------

Date: Mon, 28 Jul 1997 23:22:22 -0500
From: biillross <billross@txdirect.net>
To: ornitz@tricon.net
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Screen Voltage Versus Distortion
Message-ID: <33DD6FFE.9BC4D1E2@txdirect.net>

Barry L. Ornitz wrote:

> Jim Condon, AD4YM, <jcondon@nrao.edu> wrote:
>
> > Would raising the screen voltage to
> > +250 V increase the distortion on SSB
> > significantly?
>
> No.  In fact, it will reduce the distortion.
>

I believe the screen voltage level on the 30S1 was to make it easier to
cut the tube off without excessivly high grid (or in this case cathode)
bias.  Although raising the screen voltage will reduce distortion, it
may reqire adjustment of the cutoff bias parameters.  A real plus might
be that it would allow the amplifier to obtain a real 1500w pep output
without compromising AVC circuitry.

    Bill K5LLK




------------------------------

Date: Mon, 28 Jul 1997 23:46:27 -0500
From: Paul Nelson <drhydro@ames.net>
To: boatanchors@sco.theporch.com
Subject: OSHKOSH!
Message-ID: <v03010d01b002c0a15f65@[206.29.126.185]>

Going up to Oshkosh Tuesday for the Experimental Airplane Association
fly-in....'cept Ah'm drivin'. Gonna stay through next Monday, and if anyone
else from the list happens to be up there and wants a cold beer or so, or
to join in the fruits of the grill, then look me up in the evenin'... for
those familiar, I'll be in Camp Scholler, generally south of the Red Barn,
probably close to the south fence. Blue Taurus, Story County IA plates,
cabin tent with a blue plastic fly. Check the Locator service.
See ya there!


Paul Nelson W5GNF              "When I go, I want to go quietly, in my
Ames, Iowa                      sleep, like my grandfather- not
                                screaming, like his passengers."
(DrHydro@ames.net)
                                "More hay, Trigger?"
 Cessna 140 N77149              "No thanks, Roy, I'm stuffed."



------------------------------

Date: Tue, 29 Jul 1997 16:46:15 +1200
From: Morris Odell <morriso@vifp.monash.edu.au>
To: n6nae@ix.netcom.com
Cc: boatanchors@sco.theporch.com
Subject: Re: Benton Harbor boo-boo in IT28
Message-ID: <33DD7597.602B@vifp.monash.edu.au>

Richard Humphrey wrote:

>  shocking as it may be, I found a design error.  

>   The 640 volts is filtered by two 40 uF, 350 volt electrolytic caps in
> series.  That's good, about the right amount of derating.
>   Problem is, Heath left out any equalizing resistors for the two caps.
> One of the caps was running at 240 volts, the other at 400. 

It must have been a design "feature" of the breed. The IT-11 is the
same.
The filter caps in mine were certainly "past it" as was the large 2 uf
in the bridge circuit.

At the risk of having to don the fireproof underwear, I must say there
seems to  be a lot of this sort of shortcut in Heath gear. It was
obviously designed with an eye to the marketplace where it was intended
for amateurs and experimenters etc rather than "professionals". It was
good stuff for what it was intended to do. Now that professional gear of
the period is available as junk to aficionados such as ourselves, the
differences really stand out.

73

Morris VK3DOC 
------------------------------------------------------------------
Morris Odell                 Victorian Institute of Forensic Medicine
Forensic Physician                  57-83 Kavanagh St, Southbank 3006
mailto:morriso@vifp.monash.edu.au                 Victoria, Australia
http://www.vifp.monash.edu.au/CFM/staff/mo.html
------------------------------------------------------------------

------------------------------

End of BOATANCHORS Digest 1589
******************************

>From ???@??? Wed Jul 30 03:00:31 1997
Message-Id: <199707292221.WAA12278@sco.theporch.com>
Date: Tue, 29 Jul 1997 17:21:40 CDT
Subject: BOATANCHORS digest 1590

			    BOATANCHORS Digest 1590

Topics covered in this issue include:

  1) Operating, and conditions...
	by Ken Gordon <keng@uidaho.edu>
  2) Re: Benton Harbor boo-boo in IT28
	by John Ward <ww1aero@ix.netcom.com>
  3) Re: Operating, and conditions...
	by John Ward <ww1aero@ix.netcom.com>
  4) Heath test gear vs. old HP, etc.
	by Scott Robinson <spr@earthlink.net>
  5) SX28 bits wanted
	by Scott Robinson <spr@earthlink.net>
  6) Swan 350
	by "Steven K. Wenger" <swenger@csj.net>
  7) Swan 240 Question
	by Bill Meara <wmeara@erols.com>
  8) more 390A
	by Ronnie Hull <w5sum@ms1.nwla.com>
  9) Drake TR4 Problems
	by "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
 10) Icom Info
	by PACOBOY1@aol.com
 11) Manuals needed - Reply
	by Tom Smith <tsmith@gwsmtp.lle.com>
 12) UPS Strike
	by "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
 13) WTD: SX-43 Panel
	by "Walter Fairclough" <wfairclo@netcom.ca>
 14) Need recommendation
	by JONWEINER@aol.com
 15) some advise please
	by Jderm740@aol.com
 16) Re: Screen Voltage Versus Distortion
	by Sandy W5TVW <ebjr@worldnet.att.net>
 17) Re: Benton Harbor boo-boo in IT28
	by Sandy W5TVW <ebjr@worldnet.att.net>
 18) 829 mod for 4D32
	by "Denny Gilbertson" <gilbertson@ics.uwex.edu>
 19) HISTORICAL RADIO MUSEUM
	by Bob Reynolds <breynold@sigg.com>
 20) IF YOU NEED A MANUAL....BETTER HURRY
	by Robert Fowle <hammarlund@jacksonmi.com>
 21) Re: Manuals needed
	by w1nml@juno.com (Lock Pingree)
 22) Re: Icom Info
	by Ken Gordon <keng@uidaho.edu>
 23) WTB: AB-101/TRC-1  Mast Sections
	by avidov@juno.com (avi aben)
 24) Litz wire
	by wb6zwc@ns.net
 25) Godzilla's BA receiver
	by "Thomas  A. Adams" <103360.2133@CompuServe.COM>
 26) TEK 453 Manual
	by Spencer Petri <spetri@e-tex.com>
 27) What is an EF-92 tube equivilent to???
	by Michael Crestohl <mc@shore.net>
 28) Re: What is an EF-92 tube equivilent to???
	by Ken Gordon <keng@uidaho.edu>
 29) Photo of Bob WB4MNF
	by "Bob Duckworth" <wb4mnf@atl.org>
 30) RE: 390A endpoint
	by Dennis McLaughlin <dennism2@ix.netcom.com>
 31) HISTORICAL RADIO MUSEUM
	by Bob Reynolds <breynold@sigg.com>
 32) WTB:  manual for AM-215D/U audio amp
	by "Ray L. Mote" <rmote@rain.org>
 33) Litz wire
	by wb6zwc@ns.net
 34) Re: Operating, and conditions...
	by JD <k1zat@dsport.com>

----------------------------------------------------------------------

Date: Mon, 28 Jul 1997 22:38:57 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: boatanchors@sco.theporch.com
Cc: glowbugs@www.atl.org
Subject: Operating, and conditions...
Message-ID: <Pine.BSF.3.95.970728222713.7991B-100000@piobaire.mines.uidaho.edu>

Well, I finally took a close look at my only decent antenna yesterday, to
see why it no longer worked decently. BTW, it is a ~145' end-fed
long-wire. The last 40 to 50 feet go vertically up a big pine tree in our
back yard.  Another 80 feet or so go horizontally (E to W) from the tree
to the top of our house, then down the side of the house to our basement
(about another 20 to 30 feet).  Well, it had broken right where it makes
the bend to go up the tree, and the horizontal part is now laying on the
ground.

No wonder I had difficulty getting out with the '109.

I sure would like to get the helically wound 160 meter vertical which I
had planned two years ago, finished before fall.  And the inverted VEE
which was supposed to hang from the top of the vertical.

Actually, antennas are not supposed to work unless they are put up in a
100 mph wind at 40 below zero.

Ken W7EKB


------------------------------

Date: Tue, 29 Jul 1997 02:47:03 -0400
From: John Ward <ww1aero@ix.netcom.com>
To: boatanchors@sco.theporch.com
Subject: Re: Benton Harbor boo-boo in IT28
Message-ID: <v03007801b00340d2ec7b@[207.93.142.111]>

>Richard Humphrey wrote:
>
>>  shocking as it may be, I found a design error. =20
>
>in the bridge circuit.
>
>
>

>At the risk of having to don the fireproof underwear, I must say there
>seems to  be a lot of this sort of shortcut in Heath gear.=20

>Morris VK3DOC=20

We used to refer to these all-too-common bugs as Heathkit Gratch. Re-doing=
 their grounding schemes can often take the hum levels down dramatically in=
 some boxes, especially when they sent a heater ground along a signal return=
 path. Maybe someone should write a book
 "How to make Heathenkits really work".

John,  KE2ST

"Fact is Stranger than Truth" --  Grandpa Jones



------------------------------

Date: Tue, 29 Jul 1997 02:50:03 -0400
From: John Ward <ww1aero@ix.netcom.com>
To: boatanchors@sco.theporch.com
Subject: Re: Operating, and conditions...
Message-ID: <v03007802b00342bf6043@[207.93.142.111]>

>
>Actually, antennas are not supposed to work unless they are put up in a
>100 mph wind at 40 below zero.
>
>Ken W7EKB

Ken,

A dipole put up in those conditions should have 10 db of gain!  (with apologies to Kurt N Sterba)

John,  KE2ST



------------------------------

Date: Tue, 29 Jul 1997 00:44:18 +0100
From: Scott Robinson <spr@earthlink.net>
To: boatanchors@theporch.com
Subject: Heath test gear vs. old HP, etc.
Message-ID: <v03007801b002dc6fdb24@[153.34.140.140]>

Folks,

Morris Odell's remarks about Heath designs reminded me of the qunadry I
find myself in these days.  I still have all of the Heath items from my
teen-age years-V7A VTVM, SG-8 RF generator, and A-7C audio amplifier,
althought the last is heavily modified.  I have a sentimental attachment to
them and no plans to sell.

But, as Morris pointed out, seriously good test equipment is now avaliable
pretty cheap, and my bench now sports a Tek scope, HP distortion analyzer,
Krohn-Hite audio oscillator,  Advance (British professional quality) RF
generator, and a Sound Technology FM generator, all acquired at quite
reasonable prices.  The Heath stuff spends most of its time on the shelf,
except for the VTVM, which I use to check capacitors for leakage, having
gotten my eyeballs calibrated on how its ohmmeter acts over the years.

Heath stuff was good value for the money, did what Heath claimed it would,
and was a delight to build.  I've just gotten spoiled...so I suppose
convenience has won over sentiment.

In a way, the same is true for many of us who now have radio equipment we
could never have afforded when it was new and we were younger.  I'm
enjoying the heck out of my R-390A.  Imagine, a receiver that just doesn't
drift!

Sentimentally yours,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!



------------------------------

Date: Tue, 29 Jul 1997 00:57:53 +0100
From: Scott Robinson <spr@earthlink.net>
To: boatanchors@theporch.com
Subject: SX28 bits wanted
Message-ID: <v03007803b002e239373b@[153.34.139.158]>

This is cross-posted from rec.antiques.radio+phone.  BUG HIM, NOT ME!!!!


Subject: Halicrafters SX 28A
From: Mcscotter, mcscotter@aol.com
Date: 28 Jul 1997 01:29:03 GMT

Seeking ferrite tuning slugs for RF and oscillator coils of SX 28. Will
consider buying entire junker chassis if reasonable.

Thanks, Scott McAuley.


and DON'T email me!



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!



------------------------------

Date: Tue, 29 Jul 1997 04:17:32 -0500 (CDT)
From: "Steven K. Wenger" <swenger@csj.net>
To: Boatanchors <boatanchors@theporch.com>
Subject: Swan 350
Message-ID: <Pine.LNX.3.93.970729040550.3282A-100000@lisa.csj.net>

Greetings,

I have a chance to pick up a Swan 350 and know nothing about this rig.
What are the RF finals and how hard are they to come obtain (i,e,. how
expensive)? What is the max power output? What is a fair price? What are
their shortcomings - besides the fact they don't go on 160M - HI?

73,
Steve KA9QLF


------------------------------

Date: Tue, 29 Jul 1997 07:00:38 -0400
From: Bill Meara <wmeara@erols.com>
To: boatanchors@theporch.com
Subject: Swan 240 Question
Message-ID: <199707291102.HAA24254@smtp2.erols.com>

Anchorologists:   I gave away the manual for my Swan 240 (parts unit) and
now I need some info on components in the rig! 

Can someone look at the schematic and tell me how many picofarads the Swan
has on the main tuning capacitor?  

Thanks much! 

 

73 de N2CQR 
Bill Meara            
QTH: Falls Church, Virginia, USA
Formerly of Tegucigalpa, Bilbao and Santo Domingo                     
wmeara@erols.com
http://www.mindspring.com/~johnmb/billm.htm


------------------------------

Date: Tue, 29 Jul 1997 06:21:19 -0500
From: Ronnie Hull <w5sum@ms1.nwla.com>
To: boatanchors@theporch.com
Subject: more 390A
Message-ID: <1.5.4.16.19970729062430.1aa7a1cc@ms1.nwla.com>

okay okay, maybe I should have abosorbed this while
it was being discussed a few weeks ago. It seems that
I get a lot better signal strength when I use the
unbalanced ant connector on back. I believe this is a
"C" style connector? Or something similiar.

what are your thought on this? Use the balanced or un-
balanced connector...

Im sure enjoying this fine recievers.. mine is STewar-Warner
S/N 2034.

Ronnie
======================================
                W5SUM
             Ronnie Hull
        3131 Meadow Parkway dr.
         Shreveport, La 71108

       "Use and Enjoy 10 Meters"
            Ten-Ten #2019
       formerly WN5AIA - WB5AIA

=======================================


------------------------------

Date: Tue, 29 Jul 1997 07:58:53 -0400
From: "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
To: "'boatanchors@sco.thePorch.com'" <boatanchors@sco.thePorch.com>
Subject: Drake TR4 Problems
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/00156AEC@xchange_fox.foxboro.com>

Paging all Drake Experts!

I picked up a TR4 (not -B or -C) last weekend and have a problem which
may be self-generated. The unit was in pretty good shape overall except
for a dirty T/R relay, but I decided to go through the alinement anyway
because I couldn't put out more than around 40W on 20M. Tubes tested
good. All steps of the alinement seemed to go "according to the book".
Final neutralization was right on (done on 10M).

Now, after my wonderful alinement job, tuneup on 80M and 10M (dummy
load) is correct, with around 150W output on 80M. However, when I tune
up on 20 or 15M, I get around 500 mA of current even with the RF tune
backed all the way off; a frequency meter shows output some 400 KHz
below the VFO frequency. If I dip the plate, I can then usually proceed
with the tuneup, and end up with output at the correct frequency
(although the output seems rather high, 200-250W). However, the output
shows a "dip" as RF gain is advanced.

The screen resistor and screen voltages seem to be about right (255V
rcv, 212V xmit).

Anyway, it appears I have some feedback in these two bands, and I don't
know where it is coming from. I guess I could go back and "detune" the
drive circuits, but I'm not enthusiastic about doing so. At one point
when I was checking the bias on the finals, it appeared that just
hanging a 10X probe on the PA cathode bus was enough to stop the
problem, but I suspect part of my trouble in tracking this down may be
that it depends on which pieces of the housing are in place.

Sorry about the long winded description, but I am hoping this may be a
known problem with Drake rigs. They make the comment in the manual that
"lead dress is critical", but I didn't move any leads during the
alinement. 

Suggestions, anyone?

Thanks for your time.

Charlie  AA1HB

------------------------------

Date: Tue, 29 Jul 1997 08:01:08 -0400 (EDT)
From: PACOBOY1@aol.com
To: boatanchors@theporch.com
Subject: Icom Info
Message-ID: <970729080041_1759879644@emout10.mail.aol.com>

Hello

Need to know the model # of the Icom crystal
controlled 2M FM rig that came in the same
body style as the IC-202/502.Also if anyone
has one for sale?

                                      Thanks
                                      ED
                                      WB2WHQ

------------------------------

Date: Tue, 29 Jul 1997 07:41:15 -0500
From: Tom Smith <tsmith@gwsmtp.lle.com>
To: boatanchors@theporch.com
Subject: Manuals needed - Reply
Message-ID: <s3dd9e67.054@gwsmtp.lle.com>

>From Lock Pingree W1NML - request for Viking I manual.

I have three Viking 1 s. Why? I dunno !! The devil made me, I think. Anyway,
I have a manual that I can copy that also has the conversion to the 829B
final. One of my Vikings has this conversion.

TNX Tom Smith N5AMA    tsmith@lle.com   281-771-6420  wrk

Also looking for a Johnson 500.    
I know, I know who isn't. 
You can't expect to catch something if you don't fish.

------------------------------

Date: Tue, 29 Jul 1997 08:57:39 -0400
From: "Cheney,Charlie (NFSPOST1)" <ccheney@foxboro.com>
To: "'boatanchors@sco.thePorch.com'" <boatanchors@sco.thePorch.com>
Subject: UPS Strike
Message-ID: <c=US%a=_%p=SCD%l=SCD/FOXBORO/00156D1C@xchange_fox.foxboro.com>

Hello All -

In case you haven't heard, the Teamsters may strike UPS tomorrow - may
be wise to seek alternate transport for items from Fair etc.

73,
Charlie  AA1HB

------------------------------

Date: Tue, 29 Jul 1997 09:13:18 -0400
From: "Walter Fairclough" <wfairclo@netcom.ca>
To: <boatanchors@theporch.com>
Subject: WTD: SX-43 Panel
Message-ID: <199707291313.JAA26180@tor-srs2.netcom.ca>

Looking for an SX-43 front panel in good condition.

Thanks for reading.

Walter Fairclough
wfairclo@netcom.ca

------------------------------

Date: Tue, 29 Jul 1997 09:16:00 -0400 (EDT)
From: JONWEINER@aol.com
To: boatanchors@theporch.com
Subject: Need recommendation
Message-ID: <970729091552_785856369@emout10.mail.aol.com>

I recently added an oscilloscope to my work bench. Could anyone make a
recommendation of a good book(s) on it's use, especially for radio work. I've
got a couple of modern books, but I am not interested in video or logic or
digital applications. Just good old radio replated stuff.  Thanks.  Jon,
K1VVC

------------------------------

Date: Tue, 29 Jul 1997 09:27:15 -0400 (EDT)
From: Jderm740@aol.com
To: boatanchors@theporch.com
Subject: some advise please
Message-ID: <970729092523_-1039052036@emout13.mail.aol.com>

Hi all
I have a chance to buy a Harvey-Wells Bandmaster TBS-50 without PS or VFO.
How big a headache will it be to power up this baby? I don't need another
hanger queen around here. It also does not have a manual.

What say oh wise ones?
Jack
Jderm740@aol.com

------------------------------

Date: Tue, 29 Jul 1997 14:01:45 +0000
From: Sandy W5TVW <ebjr@worldnet.att.net>
To: ornitz@tricon.net, boatanchors@theporch.com
Subject: Re: Screen Voltage Versus Distortion
Message-ID: <19970729140140.AAB6604@LOCALNAME>

At 03:09 AM 7/29/97 +0000, you wrote:
>Jim Condon, AD4YM, <jcondon@nrao.edu> wrote:
>
>> With this setup, I can't run higher power > on CW because screen current
>starts to 
>> flow.  The 30S-1 screen voltage is only 
>> +200 volts, much lower than the +325 v 
>> Eimac recommends for the 4CX1000A, 
>> apparently to minimize distortion on SSB.
> {snip}   
>> Would raising the screen voltage to 
>> +250 V increase the distortion on SSB
>> significantly?
>
>No.  In fact, it will reduce the distortion.
>
>In general, higher values of plate idling current reduce the distortion in
>Class AB1 through Class B.  The topic is far too detailed to discuss here,
>but all the needed information can be found in the classic book by
>Pappenfus, Bruene and Schoenike.  I think the first edition is called
>"Single Sideband Principles and Practices".  The second edition covers
>solid state circuitry.
>
>	73,  Barry L. Ornitz  WA4VZQ  ornitz@tricon.net
>
>       I agree with Barry.  I'd recommend that you REGULATE the screen voltage
as well, either witrh an adjustable "tube" regulator or a string of 50 watt
stud mount
zener diodes.  You have to watch the screen current on most of the ceramic
tubes too
for best performance.  The screen current will tell you a lot about how the
amplifier
is performing too.
        We had a 4CX1500B in some marine transmitters.  They work very well
for a
long time if they are not abused.  The ceramic tubes seem to tolerate abuse less
than the old line  (4-250, 4-400, 3-400Z, 3-500Z).

73,


------------------------------

Date: Tue, 29 Jul 1997 14:01:42 +0000
From: Sandy W5TVW <ebjr@worldnet.att.net>
To: n6nae@ix.netcom.com, boatanchors@theporch.com
Subject: Re: Benton Harbor boo-boo in IT28
Message-ID: <19970729140140.AAA6604@LOCALNAME>

        That reminds me.  I had a Heath IP-17 regulated power supply I traded
from someone.  It was FACTORY wired.  One of the 6L6GC regulators sockets
had been reversed 180 degrees!  I thought one of the 6L6's was damaged in
transit
as it's heater wasn't alight.  I drilled out the rivets in that socket and
re-installed it,
and re-wired it correctly.  It works just fine.  Fortunately, turning the
6L6 socket around didn't allow anything to get damaged.  Obviously, the
original purchaser
didn't run it full bore at any time, and the 2nd owner didn't use it at all.
(I think
he got it as part of a package in an estate sale.)
        You never know!
73,


------------------------------

Date: Tue, 29 Jul 1997 09:38:44 CDT
From: "Denny Gilbertson" <gilbertson@ics.uwex.edu>
To: boatanchors@theporch.com
Subject: 829 mod for 4D32
Message-ID: <MAILQUEUE-101.970729093844.320@ics.uwex.edu>

Years ago I considered modifying my 32V3 (I know, sacrilege) to use 
the 829, out of fear that I couldn't replace the 4D32.  Since I now 
have a good 4D32 in the rig and 2 new spares it isn't likely that 
I'll need to use an 829 mod in my lifetime.  

However, being a curious type, has anyone seen 829 mod info for the 
Collins 32V series?  

73  Denny K9JCZ

------------------------------

Date: Tue, 29 Jul 1997 09:55:47 -0500
From: Bob Reynolds <breynold@sigg.com>
To: boatanchors@theporch.com
Subject: HISTORICAL RADIO MUSEUM
Message-ID: <97Jul29.095250cdt.19724@firewall.sigg.com>

Reminder to all BAers, Dr Ralph Muckow's old-radio museum
will have an open house Thursday 7th of August, 10 AM to 4 PM.
It's located in Elgin Il, phone number 847-742-0183.

Unfortunately, I will not be to attend, FORTUNATELY, I'll be in SW
ARKANSAS eating FRIED OKRA, BLACK-EYED PEAS,
CORNBREAD, DEEP FRIED CATFISH - and REAL TOMATOES!

73,  Red  K5VOL

breynols@sigg.com   (near Chicago - 847-605-4629)

------------------------------

Date: Tue, 29 Jul 1997 11:14:38 -0400
From: Robert Fowle <hammarlund@jacksonmi.com>
To: boatanchors@theporch.com
Cc: ham-books@qsl.net
Subject: IF YOU NEED A MANUAL....BETTER HURRY
Message-ID: <33DE08DE.4D1F@jacksonmi.com>

better check out what i'm selling, cause there starting to sell fast..
all Halli is original and the other BA page is original & a few copies
(as marked)...
Thank you to the many who have already confirmed thier orders..8-)

-- 
Best Regards
Robert Fowle      KC8DBC

**** Visit my Web Page.....****
SELLING OFF ALL NON-HAMMARLUND MANUALS

my address is:
1215 Winifred
Jackson, Mich. 49202-1946
Ph. 517-789-6721

E-mail:  hammarlund@jacksonmi.com
My Web Page:  http://www.jacksonmi.com/hammarlund

------------------------------

Date: Tue, 29 Jul 1997 11:14:44 EDT
From: w1nml@juno.com (Lock Pingree)
To: mobrien@lib.drury.edu
Cc: boatanchors@theporch.com
Subject: Re: Manuals needed
Message-ID: <19970729.074209.7623.3.w1nml@juno.com>


On Mon, 28 Jul 1997 16:56:14 -0500 (CDT) "Mike O'Brien"
<mobrien@lib.drury.edu> writes:
>
>I think the substitution of the 829B for the 4D32 was more a necessity
>than an option, brought about (as I understand it) by a shortage of 
>the
>4D32 due to military needs of the Korean War...
>
>73, Mike, K0MYW

Hi Mike !

Yes, most responses I've got seem to support this view and also the fact
that the 829B was a lot cheaper than the 4D32 (and still is). Someone
also remarked that Johnson never shipped any Viking I 's with this mod,
but provided a sheet of instructions for this purpose. I'll keep the list
informed if I find any more info about this and also how well it plays
when I get it up and running.

73...........Lock

------------------------------

Date: Tue, 29 Jul 1997 08:20:24 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: PACOBOY1@aol.com
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Icom Info
Message-ID: <Pine.BSF.3.95.970729082000.14165E-100000@piobaire.mines.uidaho.edu>

On Tue, 29 Jul 1997 PACOBOY1@aol.com wrote:

> Hello
> 
> Need to know the model # of the Icom crystal
> controlled 2M FM rig that came in the same
> body style as the IC-202/502.Also if anyone
> has one for sale?

IC-2AT...I think.

Ken W7EKB


------------------------------

Date: Tue, 29 Jul 1997 11:31:30 -0400
From: avidov@juno.com (avi aben)
To: Boatanchors@theporch.com
Subject: WTB: AB-101/TRC-1  Mast Sections
Message-ID: <19970729.113137.8838.2.avidov@juno.com>

Anybody out there have some of these old steel tubes,approx. 5-1/2 ft.
long by roughly 2 inches in diameter ,painted or unpainted is OK ?
My guess is they weigh between 8 to 10 lbs each and can be shipped by
UPS with no worry about rough handling.We expect to pay the freight.

Trying to complete a TRC-1 antenna system for a station display.  73

------------------------------

Date: Tue, 29 Jul 1997 09:53:14 -0700
From: wb6zwc@ns.net
To: boatanchors@theporch.com
Subject: Litz wire
Message-ID: <3.0.1.32.19970729095314.007ce210@mail-1.ns.net>

H E L P

Need source for Litz wire.  Have checked out Amidon Associates in Sanna Anna;
they have Litz but in 7/44 and 12/36.

My application requires 24/30 or something on that order.


==========
Richard@Sacramento

------------------------------

Date: 29 Jul 97 13:35:06 EDT
From: "Thomas  A. Adams" <103360.2133@CompuServe.COM>
To: BOATANCHORS <BOATANCHORS@theporch.com>
Subject: Godzilla's BA receiver
Message-ID: <970729173506_103360.2133_JHL48-1@CompuServe.COM>

Greetings, Troops.

   I'm in the middle of a day off that's gone bad; Anne has scheduled a dog
training class for half the local kennel club in our backyard / my antenna farm,
with a professional canine agility trainer...   a trainer whose babysitter for
her two sons cancelled out at the last minute! In an attempt to keep these two
charming children (about 7 or 8) out of the boatanchors, BIG plate supplies,
powertools, firearms, et cetera, (I have no kids...   THANK GAWD...  and this
place is FAR from kiddie safe!), I have resorted to videotapes of Disney stuff,
and ancient Japanese horror films. Lemme tell ya, Rodan and his pals beat out
Bambi and Dumbo with the current crop of bloodthirsty little monsters!

As we plow thru the classic "Godzilla, King of the Monsters" (circa 1956, Toho
Studios, Japan), I have just encountered a Boatanchor, one that I've never seen
before. I have absolutely NO idea what it is.

In a couple of sequences near the beginning, they're showing a shipping company
office (the owners of a couple of ships that served as hors d`ovres for the star
of the movie), complete with radio room. There is a VERY interesting looking
communications receiver ensconced in the middle of the shot. Half moon dial,
doesn't appear to have any provision for bandspread, a nomenclature plate on the
side of the desk mount cabinet that I can't make out, appears to be done in a
hammertone finish (a bit hard to tell for sure in a black and white film).
Doesn't appear to be the  usual military surplus set dressing; my first
impression is that it's a commercial marine radio product.

Has anyone out there seen this film? Can anyone tell me anything about this
receiver, like what it is? 

Gotta send this message now; the little monsters can read, and I want it off the
screen.

                                                                                 
73's,

                                                                                 
Tom, K9TA

PS- Is there any chance that they'll legalize making birth control
retroactive???   These kids are driving me NUTS!!! 


------------------------------

Date: Tue, 29 Jul 1997 12:52:32 -0500 (CDT)
From: Spencer Petri <spetri@e-tex.com>
To: boatanchors@theporch.com
Subject: TEK 453 Manual
Message-ID: <m0wtGRk-0001HVC@e-tex.com>

Anybody got one of these, or a copy?




73 de Pete WA5JCI
*************************************************************************
EM-21--6 Mtr -- WAS #490, WAC CW, DXCC/91 Countries, VUCC #361/623 Grids
*************************************************************************
       2 Mtr --  36 States -- VUCC #346/183 Grids                    
       ******************************************* 


------------------------------

Date: Tue, 29 Jul 1997 14:19:32 -0400 (EDT)
From: Michael Crestohl <mc@shore.net>
To: boatanchors@theporch.com
Subject: What is an EF-92 tube equivilent to???
Message-ID: <199707291819.OAA24015@northshore.shore.net>

Hello All:

I have several Mullard (English made) tubes that are marked EF92 and
would like to know what (if any) American tube type they are equivilent
to.  

It is a 7 pin miniature tube....

73,

Michael, W1RC
mc@shore.net

------------------------------

Date: Tue, 29 Jul 1997 12:04:39 -0700 (PDT)
From: Ken Gordon <keng@uidaho.edu>
To: Michael Crestohl <mc@shore.net>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: What is an EF-92 tube equivilent to???
Message-ID: <Pine.BSF.3.95.970729120316.16499B-100000@piobaire.mines.uidaho.edu>

> I have several Mullard (English made) tubes that are marked EF92 and
> would like to know what (if any) American tube type they are equivilent
> to.  

6CQ6, base diagram 7DB.

Ken W7EKB


------------------------------

Date: Tue, 29 Jul 1997 16:46:47 +0100
From: "Bob Duckworth" <wb4mnf@atl.org>
To: "ba" <boatanchors@theporch.com>
Subject: Photo of Bob WB4MNF
Message-ID: <199707291942.PAA10881@atl.org>

AA4RM and I picked up this tower which qualifies as BA
by weight for sure. I'd like to know what it is if anyone cares
to look at <www.atl.org/antennas> and see if they can 
ID it. These is also a grubby <www.atl.org/antennas/bob2.jpg>
so you'll know me at the Stone Mountain hamfest (steadily
improving boneyard over the past couple of years)
All who wrote about BC-610. I'm still working on it and will
email when done.
-bob wb4mnf

------------------------------

Date: Tue, 29 Jul 1997 16:46:20 -0400
From: Dennis McLaughlin <dennism2@ix.netcom.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: 390A endpoint
Message-ID: <01BC9C3F.197E1FA0@akr-oh1-24.ix.netcom.com>

The end point adjustment screw has a red rubber ring around the screw to =
keep the screw from turning.  If the rubber is gone after you adjust the =
endpoint you will need to put some RTV to lock the adjustment.

----------
From: 	n5off@w5ddl.aara.org[SMTP:n5off@w5ddl.aara.org]
Sent: 	Sunday, July 27, 1997 10:32 PM
To: 	Old Tube Radios
Subject: 	390A endpoint

On the COSMOS PTO there are two screw holes on the front.  The one =
closest
to the center is the adjusting point for the 40 or so mini screws that
are used to linearize the PTO at up to 25 kcs increments.

The 2nd hole (one that is almost behind the transformer can) is for the
endpoint.  Poke around in this second one and you *should* find a screw
to adjust.  I think CW gives more output per turn of the PTO.

I looked at one today, and the screw was partially obscured by some
sort of plastic sealing stuff, while the last one I did had a=20
plainly visible screw under the cap.

bonne chance

Tom N5OFF




------------------------------

Date: Tue, 29 Jul 1997 16:02:08 -0500
From: Bob Reynolds <breynold@sigg.com>
To: boatanchors@sco.theporch.com
Subject: HISTORICAL RADIO MUSEUM
Message-ID: <97Jul29.155813cdt.19726@firewall.sigg.com>

Think I lost this somewhere - appoligy if I did or did not.

Reminder to all BAers, Dr Ralph Muckow's old-radio museum
will have an open house Thursday 7th of August, 10 AM to 4 PM.
It's located in Elgin Il, phone number 847-742-0183.

Unfortunately, I will not be to attend, FORTUNATELY, I'll be in SW
ARKANSAS eating FRIED OKRA, BLACK-EYED PEAS,
CORNBREAD, DEEP FRIED CATFISH - and REAL TOMATOES!

73,  Red  K5VOL

breynols@sigg.com   (near Chicago - 847-605-4629)




------------------------------

Date: Tue, 29 Jul 1997 14:50:56 -0700 (PDT)
From: "Ray L. Mote" <rmote@rain.org>
To: Boatanchors <boatanchors@sco.theporch.com>
Subject: WTB:  manual for AM-215D/U audio amp
Message-ID: <Pine.SUN.3.96.970729144947.4407C-100000@coyote.rain.org>

Found the amp at TRW swap.  Would like to get copy of manual.

73....Ray Mote, K5FKT  <rmote@rain.org>  Oxnard, CA



------------------------------

Date: Tue, 29 Jul 1997 14:56:32 -0700
From: wb6zwc@ns.net
To: boatanchors@theporch.com
Subject: Litz wire
Message-ID: <3.0.1.32.19970729145632.007ce100@mail-1.ns.net>

Hello Ed.  Thanks for the reply.  As you can see I check with the torrid
winding 
business in Santa Anna and they had two kinds of Litz.  Neither was
suitable for this
rewind.

I have magnet wire in #38 and #44 but the R becomes too high and reduces
the Q too
much for this tank circuit.

My 7/44 Litz produced 15 ohms and I did not have resonance.  The orginal
24/32 had 
an R of 2.4 ohms at resonance.

I am considering pulling 4 strands of 7/44 to produce 28/44.  I need about
20' or 
so and I could hold it rigid and wrap it with sewing thread.  That should
reduce 
the R by a factor of four and should give the desired inductance in that
length
somewhere.

Some have suggest contacting AES.  I will do that.


The large problem is the cleaning of the enamel from the ends.  Mechanical
methods
provide poor results.  I will be trying mineral sprits and acetone but I
suspect 
neither will cut the enamel.


==========
Richard@Sacramento

------------------------------

Date: Tue, 29 Jul 1997 18:17:55 -0400 (EDT)
From: JD <k1zat@dsport.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Operating, and conditions...
Message-ID: <Pine.GSO.3.95.970729181633.8726A-100000@puff>


>Actually, antennas are not supposed to work unless they are put
>up in a >100 mph wind at 40 below zero. 
>Ken W7EKB

Been there, done that, got the Tee-Shirt.  Happens a lot in
Alaska where I lived for six years..

   jd



------------------------------

End of BOATANCHORS Digest 1590
******************************

